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For extremely axially limited space

The Semifl ex® series

 Standard F series 

Symbiosis of performance and 

compact design

Bore diameter up to 120 mm

Torque (TKN) 44 Nm to 7.040 Nm

 Compact Plus C series

For extremely axially limited space

Bore diameter up to 100 mm

Torque (TKN) 69 Nm to 7.040 Nm

 Dynamic D series

The light-weight aluminum series

Bore diameter up to 35 mm

Torque (TKN) 40 Nm to 180 Nm

Semifl ex®

Semifl ex® is a high-precision coupling in a compact 

design and with no restoring forces. Semifl ex® offers 

large radial misalignment capacity in a very small en-

velope. Semifl ex® is, by design, free of restoring forces. 

For highly dynamic applications, Semifl ex® is also 

available in an aluminum series.

Compact Plus C series

Compact Plus: for extremely axially limited space. It 

offers up to 25% shorter length in comparison with the 

Standard series and no reduction in performance or 

misalignment capacity.
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C 70 69 112 3.400 1 1 1 13 8,9 1,1 72 59 40 70 20

C 230 230 460 2.300 1,6 1 1 53 25,4 2,3 94 88 40 56 27,5

C 265 265 530 2.200 1,6 1 1 61 37,2 2,6 104 88 50 65 27,5

C 320 316 635 2.000 3 1 1 73 73,9 3,5 124 88 50 70 27,5

C 575 575 1.220 1.700 2,4 1 1 140 108 6,6 120 120,5 45 70 38

C 725 725 1.530 1.600 2,4 1 1 175 205 7,7 140 126,5 55 85 41

C 830 828 1.755 1.500 4 1 1 201 324 9,5 160 140,5 60 90 48

C 1370 1.370 3.340 1.300 3 1 0,8 383 460 13 163 146 60 90 44

C 1580 1.580 3.845 1.200 4 1 0,8 441 755 17 183 158 60 90 50

C 2390 2.390 5.855 1.100 3,2 1 0,7 671 910 20 183 167 60 90 51

C 2700 2.700 6.600 1.000 4,4 1 0,5 756 1.340 24 203 177 65 95 56

C 5620 5.620 15.050 900 5,4 2 0,5 1.725 3.800 43,5 250 222 80 120 68

C 7040 7.040 18.840 800 6,6 2 0,3 2.159 8.550 71,5 300 278 100 160 96

For extremely axially limited space

Hub version 6: standard hub

Order Example 1: C 70.66 Ø25 Ø25       Order Example 2: C 320.66 Ø38 Ø40

To ensure the correct selection of the Semifl ex® ple-
ase use the TD Calculator of the column Semifl ex® or 
please use our selection procedure and legend area  to 
dowload the required information.

C 320 66 Ø38 Ø40

Type Semifl ex®  Compact Plus C 320 both sides standard hub bore diameters
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C 230 230 460 2.300 1,6 1 1 53 24,3 2,2 94 58 27,5 25

C 265 265 530 2.200 1,6 1 1 61 36,6 2,7 104 58 27,5 35

C 320 316 635 2.000 3 1 1 73 72,9 3,5 124 58 27,5 45

C 575 575 1.220 1.700 2,4 1 1 140 104 5,4 120 78,5 38 30

C 1370 1.370 3.340 1.300 3 1 0,8 383 455 13,5 163 110 44 40

C 1580 1.580 3.845 1.200 4 1 0,8 441 745 16,5 183 110 50 60

C 2700 2.700 6.600 1.000 4,4 1 0,5 756 1.330 23,5 203 127 56 70

C 5620 5.620 15.050 900 5,4 2 0,5 1.725 3.775 42 250 152 68 90

For extremely axially limited space

Hub version 7: internal hub

Order Example 1: C 265.77 Ø25 Ø25      Order Example 2: C 725.77 Ø35 Ø35

To ensure the correct selection of the Semifl ex® ple-
ase use the TD Calculator of the column Semifl ex® or 
please use our selection procedure and legend area  to 
dowload the required information.

C 725 77 Ø35 Ø35

Type Semifl ex®  Compact Plus C 725 both sides internal hub bore diameters




